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Das Röhrenprüfgerät W 18N ist eine Weiterentwicklung der bewährten Röhrenprüfgeräte W 18 
und W 18 K unseres Betriebes. 
Das Röhrenprüfgerät W 18 N ist gegenüber seinem Vorläufertyp verbessert und besitzt ein 
wesentlich kleineres Volumen. 


WEITERE VERBESSERUNGEN SIND: 


Tastenschalter an Stelle des Zentralschalters 

Höhere Empfindlichkeit für Schlußprüfungen 

Automatische Transportdämpfung des Anzeigeinstrumentes in 
ausgeschaltetem Zustand 

Fassungen für Subminiaturröhren 


Mit dem Gerät können sämtliche handelsüblichen Empfängerröhren schnell und einfach geprüft 
werden. 

Im Service-Dienst kann das Röhrenprüfgerät W 18 N als Vielfachprüfgerät auch für Durch- 
gangsprüfungen usw. verwendet werden. 


GRUNDSÄTZLICHES ÜBER RÖHRENPRÜFGERÄTE 


Röhrenmessungen sind bei der Vielzahl der vorhandenen Röhrentypen eine Spezialtechnik geworden, die wesentliche 
Vorkenntnisse, zumindest aber das Vorhandensein vieler Unterlagen, voraussetzt. 

In den meisten Fällen aber muß diese Arbeit von ungeschultem Verkaufspersonal ausgeführt werden. 

Unsere vieltausendfach bewährten Röhrenprüfgeräte gestatten durch die Verwendung von Prüfkarten (Lochkarten) auch 
die Bedienung durch Laienhände,. Zwangsläufig werden Fehlermöglichkeiten ausgeschlossen und unbedingt zuverlässige 
Prüfungen erzielt. Die gut leserliche Einteilung des Prüfergebnisses in „Unbrauchbar, Gut bzw. Normal‘ auf der Prüf- 
karte gestattet auch dem Kunden, die Beschaffenheit seiner Röhre zu kontrollieren. Auch die Sockelschaltung ist für 
jede Röhre auf der Prüfkarte mit angegeben. 

Bei der Prüfung von Verstärkerröhren werden Gleichspannungen zur Prüfung verwendet, die der eingebaute Hoch- 
vakuumgleichrichter liefert. Es werden zwei Punkte der Kennlinie geprüft, und zwar bei 0 Volt Gittervorspannung 
(also der Anodenruhestrom) und bei —4 Volt zur Prüfung auf Steuerwirkung. Diese Prüfwerte sind daher auch mit den 
Kennlinienangaben der Röhrenfabriken vergleichbar. 


TECHNISCHE DATEN 


Vollnetzanschluß, umschaltbar auf 110, 125, 150, 220 und 240 V Wechselspannung 50 Hz 

Gehäuse Stahlblech, Hammerschlaglack 

Röhrenschnellprüfung durch Prüfkarten und Tastenschalter 

Zwangsläufige Prüfung der Elektrodenschluß-Möglichkeiten durch Tastenschalter 

Elektrodenschlußprüfung stets bei geheizter Röhre, auch bei Heizfaden gegen Kathode 

Getrennte Systemprüfung von Dioden ohne Umstecken der Röhre, Prüfung von Verstärkerröhren mit Gleichspannung 
und von Gleichrichterröhren mit Wechselspannung 

Hochempfindliche Fehleranzeige bei Elektrodenschlußprüfung mittels Drehspulinstrument 5 K-Ohm pro Volt Empfind- 
lichkeit, 

Klassengenauigkeit 2,5°/o vom Skalenendwert. 


Das Gerät ist mit 6 Fassungen bestückt: 
10pol. E-Röhrenfassung 
8 ,„ Oktalfassung 
9 ,„„ Novalfassung 
7 „ Miniaturfassung 
8 ,„ Subminiaturfassung 
und 5 ,. Subminiaturfassung 
35 verschiedene Spannungen von 0,6 bis 240 V für die Röhrenheizung. 


Universelle Verwendbarkeit für die Rundfunkwerkstatt durch die Möglichkeit folgender Messungen: 
Gleichspannungsmessungen 
Gleichstrommessungen 
Widerstandsprüfung 
Reststrommessung von Elektrolytkondensatoren 
Leitungsprüfung auf Kurzschluß, Durchgang oder Unterbrechung. 


Das Röhrenprüfgerät W 18 N wird betriebsfertig mit Gleichrichterröhre EZ 81, Glättungsröhre GR 150, und mit 
Verbindungsschnüren für äußere Röhrenelektroden geliefert 


ABMESSUNGEN: 


Länge 300 mm 

Breite 200 mm 

Höhe 170 mm 

Gewicht 8 kg (ohne Deckel) 
Die Lieferung mit Schutzdeckel 


Spezialaufsatz (6 Fassungen) 
Sockelfeld (16 Fassungen) und Kartenkasten 
ist möglich. 


The Valve Tester W 18 N is an improved design of our best approved Valve Testers W 18 and 
W18K. 

The new design W 18 N has been considerably improved as compared with its prototype and 
requires far less space. 


FURTHER AMELIORATIONS ARE: 


SOME 


Push button control instead of the central switch 

Higher sensitivity for final examinations 

Automatic attenuation of the indicating instrument when the 
latter is turned-out 

Sockets for Sub-miniature valves 


The subject instrument permits a rapid and simple testing of all commercially available 
receiver valves. 


It also offers the performance of quick test series for the most different types within the sales 
service. 


FUNDAMENTALS ON VALVE TESTERS 


The measurement of valves has become a quite special field of operation since the types of valves have become so 
numerous and versatile and the respective techniques call for sound personal qualification as for extensive documen- 
tation. The valve test in most cases, however, is in the hands of unskilled sales clerks. 

The valve testers supplied by us have stood their approval in thousands of cases and provide for the application of 
standard perforated cards (test cards) so as to be operated as efficiently by non-qualified staff. This way, the 
performance is absolutely fool-proof, and the results delivered are free from errors and reliable. The clear classifi- 
cation of the test result on the record card as to “Unserviceable‘‘ ‘““Good‘ or “Fair‘‘ enables also the customer to 
supervise and to check the condition of his valve. Indicated on the test record card is also the base wiring:of the 
respective valve. 

For the test of amplifier valves one has to use direct potentials which are supplied by the built-in high-vacuum rectifier, 
Subject to the test are two points of the valve characteristic, viz. with 0 volt grid bias, i. e. the anodic rest current, 
and with —4 volts for the check as to control efficiency. This procedure enables, therefore, the test criteria to be 
correlated to the characteristic data as stated by the valve suppliers. 


TECHNICAL DATA 


Full Mains Supply, variable on to 110, 125, 150, 220 and 240 volts A. C. 50 c. p.s. 

Housing: made of steel sheet with a hammerslag coating 

Quick valve testing with the aid of standard check cards and push buttons. 

The probability of electrode short-circuit is under the automatic control by push buttons. 

The test as to electrode short-circuit is taking place always with the valve being heated, even with the filament being 
in contact with the cathode. 


Separate tests of diode systems without throwing over the valve; test of amplifier valves with direct current voltage 
and of rectifier valves with alternating current vcltage. 

Errors are detected at maximum sensitivity for the electrode short-circuit tests by means of a moving coil instrument, 
having a measuring accuracy of 5 kiloohms per volt, the error in TOENOBBBER being at 2.5°/o of maximum dial value. 

The instrument is equipped with 6 different sockets, viz. 


ten-pole Electron Valve socket 
eight-pole Octal Socket 
nine-pole Noval Socket 
seven-pole Miniature Socket 
eight-pole Sub-miniature Socket 
five-pole Sub-miniature Socket 


ni eh Fer Ti Te 


The regulation of the heating potentials for the valves provides a variation range of 35 different stages within 0.6 
and 240 volts. 
The applicability of the instrument in the radio repair shop is quite universal as it offers the following measurements:— 
direct voltage measurements 
D. C. measurements 
test of resistances 
measuring the residual currents of electrolytic condensers 
checking of lines as to short-circuit, clearance or interruption. 


The Valve Tester W 18N is supplied ready for service with recitifier valve EZ 81, Smoothing Valve GR 150 and with 
coupling cables for external valve electrodes. 


DIMENSIONS: ® 


Length 300 mm 
Width 200 mm 
Height 170 mm 
Weight 8 kgs (without cover) 


The instrument is also available with a protective cover and 
special supplement (6 sockets) 
socket plate (16 sockets) and a check card compartment. 
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II[pnöop run B18H agıaerca pesyıIBTaToM yıyYIIeHHA KOHCTPYEHHM HAIMX Ipm6oPpOR ® 
um B18 un B18K mıa KOHTpoNA HIeRTPOHHELIX IAMN. 

IIo CPABHEHMIO C IIPOTOTHITAMN, ıpu6op B 18H sHaunTtenBHo YyCOBepINeHCTBOBAH U HMeer 
MeHbINHN Ta6apur. 


WEHMEM ABINAETCI: 


KHoIOyHOoe BKJIIHOYEHHE BMECTO HEHTPANBHOTO BEAWYATEINA. 
IlosprımeHHaan UYCTBHTEIBHOCTB HHCTPYMEHTA ae KOHTPONB- 
HBIX HCHBITAHMN. 

ABTOMATHYecKO@ AeMIIDHPOBaHHe TPaHCHOpTa YKA3BIBAI- 
IfeTO UHCTPYMEHTA B BBbIKJIIOUEHHOM COCTOAHHMH. 

Ilarponpı 1.14 NOROJeÜ CBeEPXMUHMATIOPHEIX Panmoramn. 


Ü mOMOIJBIO ITPH6OPa MOSKHO ÖbICTPO H IPOCTBIM METONOM KOHTPOANPOBATE mapameTpbI 
BCEX TUNOB PAAHONPHEMHBIX JAMI. 

B pannuopeMOHTHBIX MAaCTepCKHX MO3KHO IPpn60p B 18H ucmonB30BaATB ANA MHOTOCTOPOH- 
HeTO H3MEpeHHUA, B TOM UNCHE MIA KOHTPOAA IPOXONHOH eMKOCTH MH APYTUX xapakre- 
PHCTUR 1aMmn. 


NPUHUNHNHMANDbHBbIE AAHHBbIE 


BBuAy HAAIHYHA Ö0ABINOTO KOAHYECTBA PA3HBIX THIOB YJIEKTPOHHBIX JIAMI B IPHMEHCHHH, H3MEePeHHE H KOH- 
TPO.AB HApAMeTPOB AAMI CTAAH CHEIMAABHOH O01ACTBE TeXHHEH, TPeöytolleit 3HAUHTEABHOTO O0'BEMA 3HAHHA 
NAH IIO EpaliHeii Mepe HAaJIHyHA OÖMIHPHOH CHPABOYHOH AIHTEePaTypbI. 

OAHAKRO B PAAHOTEXHHYECKHX MATA3HHAX, 9Ta PA6OTA AOAKHA BbINOAHATBCA ÖOJAIBIHOH YACTBIO HERBAAHCDHLH- 
POBAHHEBIMH IPONABHAMM. 

[Iyrem npuMmeHeHnus IepcPopHpPOBAHHBIX KOHTPOJIBHBIX KAPTOYeK, H3MEPEHHE JIAMII MOET ÖbITb OCyIecT- 
B.IeHO € HOMOUJBIO HAIUHX IPMÖOPOR Aaske IIpocpaHamH. BO3MOSKHOCTB OIIHÖOYHEIX H3MePeHHH ABTOMATH- 
YeCRH HCKATOYCHA H HOAYYEHHBIE Pe3y.IBTATbI BIOAHe YAOBAETBOPHTEABABI. TlepdpopmpoBaHHkIe KapToykH 
paszeieHbI Ha OTMeTkH „He ro1utea“ „HopMmanbHoe“, KOTOPBIE IO3BO.1AIOT TAKIKE 3AKA3YURY 63 TPYyAa Ipo- 
KOHTPOAMPOBATb COCTOAHHE CBOCH YAIEKTPOHHOH JIAMNOYEH. TlepcPopnupoBAHHBIe KaAPTOYKH HMEeIWT TARıKe 
EXeMy HOKOJAA KA5KAOTO TuIa PaAHOAJaAMHBI. 

VemAamteibHbIe JAMIMOYKU KOHTPOAHPYIOT HOCTOAHHBIM TOKOM, IHOJIYYA@MBIM OT BAKYYMHOTO BbIUPAMHTEAH 
rpuöopa. B OCHOBHOM KOHTPOAHPYIOT ABA MApameTpa xaparTepuCcTHKH AaMI, A HMeHHO IPH ( BOABTe Ha- 
IPSSKEHHE CETEH (T.@. AHOAHBIH TOR OKHAAHHA) H PH -4 BOABT AeHCTBHe yUPAB.IAIOIeh CETKH HA BMHCCHIO. 
YTu 3BayeTbI KOHTPOAA MOSKHO CPABHHTB C AAHHBIMH PAAHONAMHOBBIX (DAÖPHE. 


TEXHHMECKHUE AAHHbIE 


IIpnöopsi IIHTAIMTeH 13 CBETOBOH CETu HePeMEHHOTO TORA 50 TIL. C BO3MOKHOCTBIO HEPERJIIOYEHHA IIPHOOPA 
na 110, 125, 150, 220 m 240 BOJABT. 

Kopnye mpnöopa H3TOTOB.IeH H3 CTAJIBHOTO IHCTA HU HOKPBIT MOAOTKOBBIM JIAKOM. 

PaamoAamnsI KOHTPOAHPYIOTCA C HOMOIJEIO ITePCPOPHPOBAHHEIX KAPTOYeR HU KHOMOYHOTO BEJIYCHHN. 
BO3MOSKHOE BAMBIKAHHE YAEKTPOAOR HAKOPOTKO, ABTOMATHYECKH KOHTPOAHPYeTCA IIYTeM EKHONOYHOTO BEAIO- 
yYeHHA. 

KoOHTpoAB MesKdAEKTPOAHOTO BAMBIKAHHA IPOH3BOANTBCA BCEeTAA IIPH TOPEeHUNH AMIBI, TAK3KE HMTMH HaRala 


& IPOTUB KATOAa. 
Üueremy AHoAA KOHTPOAHPYIOT Pa3leAbHO Öe3 EepenTenceJnpoBAHHA JIAMHOYEH. 
V enImTenbHBIe TAMIMOYKH KOHTPONHPYIOT HOCTOAHHBIM HANPASKE, A BEINPAMHTEABHBIE TAMITOYKH ITEPeMEHHEIM 
ımaeM. 
BBICOKOUYCTBHTEAIBHOE YRA3AHHE AEeddekToB IIPH KOH@YHOM KOHTPOAE YAEKTPOAOR € HOMOIIBIO HAEKTPOAH- 
HAMHYECKOTO HHCTPYMEHTa B 5 K-OM UyCTBHTeABHOCTH Ha 1 BOABT HAIIPSBKeHHA. 
Kıace royuoern: 2,5 % OT SHAYCHHH IIKAJBI. 
IIpn6op ocnamgen 6 THNAMH AJAMNOBBIX HATPOH (THe3A): 
10 HOJIHOCHEIM HATPOHOM E 
$ NOMOCHEIM IIATPOHOM „ORTAI“ 
9 MOJIOCHEIM TTATPOHOM „HoBa.ı“ 
7 HOJUHOCHBIM MHUHHATIOPHBIM IATPOHOM 
8 MOJIOCHBEIM CBEPXMHHHATIOPHLIM HATPOHOM 
ıı 5 TOJIOCHBIM CBEPXMHHHATIOPHBIM ITATPOHOM 


Last Harasıa Tamıı HMeioTca 35 PAa3HBIX HANpsBKeHHH OT 0,6 10 240 BO.ABT. 
YHuBepcasbHoe IIPHMeHeHHe npm6OPpaA B PEMOHTHBIX MACTEePCKHX IIYTeM OCYIJeCTBICHHA CJIEAYIOIHX U3- 
MepeHHH: 
Hamepenns HAUPASKeHHUA HOCTOAHHOTO TOKA 
Hsmepeuns CHABI HOCTOAHHOTO TORA 
KoHTpo.JABb CONPOTHBJIEHHA 
Hsmepennsa OCTATOYHOTO TOKA B YIEKTPOAHTHBIX KOHACHCATOPAX 
KoHTtpo.Aß IPOBOAOB HA IIPONYCK TORA, KOPOTKOE 3AMBIKAHME HJIM PA3PBIB. 


£ IIpnöop run B18H nmocTas.serca B KOMILIEKTE € BBITPAMHTEABHOH dammoH EZ 81, sammon Puasrp GR 150 
7 H IIHYPOM AA TOAKAWOYEHHA HAPY3KHUX BIEKTPOAOR JAMIT. 


TABAPUT: Asıuma 300 mM 
Ulnpnna 200 mm 
Bpricora 170 mM 
Bec 8 kr (6e3 KpbIlIEN) 

Ilpmöop MOsKeT ÖbITb HOCTABAIEH C: 
s ZamfuTHOH KPbIIIKOH 

UmemmanbHoH Haca1kou (6 HATPOHOB) 
IIOokOABHOH manHeısro (16 TATPOHOB) 
H € AIUHKOM AA HePdPOPHPOBAHHEIX KApT. 


Bezugsmöglichkeiten für Meßgeräte im Bereich der DDR durch die Niederlassungen der DHZ Elektrotechnik-Feinmechanik-Optik 


VEB PRÜFGERATEWERK WEIDA 


Weida/Thüringen, Gräfenbrücker Straße 3 Telefon: 468 Telegramme: Prüfgeräte Weida 


Ag 30/039/59/DDR IV-14-50 1 2000 34 


